
Fundo Flex®

Slim design, flexible solution
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What if precision can 
be flexible ...

Channel profile 

of only 35 mm



wedi Fundo Wave drain 

Adapter

With a bayonet closure for a simple and secure watertight 

connection between the channel element and the drain body.

Drain body

Almost self-cleaning with integrated odour trap, available 

as DN 40 (60 mm height) and DN 50 (80 mm height).

wedi Fundo sloping board
Available in various designs for  

an optimal installation in/on wood or screed.



wedi Fundo shower channel 1.0

Grid incl. hair catcher

The grid is easily removable for easy and thorough cleaning. 

Channel profile incl. adapter

The channel, which is only 35 mm wide, can be individually 

shortened and is compatible with tile thicknesses from 6 to 25 mm.

Fundo Flex

Channel element

The core of the shower solution is suitable for installation 

in/on screed or suspended timber floors.

Eccentric

The eccentric enables precise alignment of the channel with 

the wall and allows adjustments to its distance from the wall. 



Precisely flexible
Fundo Flex - the versatile linear drainage that suits any 

shower area. Adaptable to design requirements, both 

the channel element and the cover can be shortened 

and placed close-to-wall, in the centre or any- 

where in-between. Stepped rebates on either side 

allow the complementary sloping boards to securely 

extend the installation into a fully sealed shower floor. 

Trust the proven wedi quality granting you freedom in 

design and maximum flexibility during the instal-

lation of your very own bespoke wedi shower solution.

Close-to-wall installation

Offset installation

Centred installation


