
Fundo Solido® 
Floor system for accessible PVC-finished showers  

What if one system made every
part of the project simple ...



Hospital and Clinic Senior Living and Care Hotel and Hospitality

In environments where people receive medical care, recover, or stay active, bathrooms must meet the 
highest expectations for accessibility, hygiene, and design. Conventional floor constructions can be 
time-consuming and complex, requiring extensive coordination, interface management, and long con-
struction times.

With the wedi Fundo Solido floor system, accessible bathrooms can be realised in a fraction of the time - 
without the weeks of drying associated with traditional screed work. The fully coordinated system enables 
durable, waterproof bathroom floors with PVC coverings that are easy to plan and quick to install.

Designed for care, built for trust – Fundo Solido®

Accessible, hygienic bathrooms in no time

One system – numerous advantages

Integrated 
slope

Labour intensive 
complex screedwork

is no longer necessary

360° Drain 
technology

Freely rotatable, flexibility
 for demanding project 

requirements

Suitable for PVC

Uniform surface, secure 
clamping solution

Sustainable
PET core

Made from 100% recycled 
material, ESG-compatible

High 
point load

max. compressive load of 
4 N/mm², ideal for wheelchairs

Expandable

For holistic, accessible  
bathroom concepts

100 % 
waterproof

No additional surface sealing, 
only system compatible joint 

detailing required

Fully cures in
48 hours

Ideal for refurbishments during 
which the facility must remain 

operational



Sports Halls and Schools Rehabilitation and Fitness Renovation

Confidence through coordinated design
Whether the focus is on long-term value, cost efficiency, design flexibility, or simple installation, the system 
delivers clear advantages across disciplines. With perfectly coordinated components, high adaptability, and 
precise technical detailing, the Fundo Solido  is ideal for both new construction and refurbishment projects. 

+ Architects gain design freedom through a flexible, coordinated system.
+ Specialist planners benefit from reliable detailing and clearly defined interfaces.
+ Investors benefit from long-term value retention and sustainable construction.
+ Operators benefit from reduced downtime and lower operating costs.
+ Installers save time through simple installation and fewer interface risks.

Find out 
more here.
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Fast, secure, built to last
Fundo Solido ®

UK

Technical characteristics - Foam core

Material list PET foam (recycled)

Maximum pressure stress (ISO 844) 4 N/mm²

Thermal conductivity EN 13164 0,043 W/mK

Raw density (ISO 845) 200 kg/m³

Temperature limits -20 °C / +150 °C.

Fire behavior EN 13501-1 E

Outgassing none

Technical features - Fundo Solido ®

Thickness 40 mm

Wheelchair-accessible YES

Height of the Fundo Solido DN50 Horizontal drain 84 mm

Height of the Fundo Solido DN50 Vertical drain 144 mm

Surface gradients See the technical drawing

Stainless steel grid Ø 115 mm

Product sizes

Description L x W x Thickness

Fundo Solido ® shower element, drain central, square 900 x 900 x 40

Fundo Solido ® shower element, drain central, square 1200 x 1200 x 40

Fundo Solido ® shower element, drain central, rectangular 1500 x 1200 x 40

wedi Fundo ® extension board 1500 x 600 x 40

	 Unit 4 Mercury Park, Mercury Way
	 Trafford Park, M41 7LY
	 Great Britain

		 + 44 161 864 2336
		info@wedi.co.uk
		 www.wedi.co.uk


