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. wedi

Declaration of performance No. 0002
according to annex lll of the Regulation (EU) No. 305/2011

for the product:

wedi 320

1. Unique identification code of the product-type: Article number: 110025320

2. Type, batch or serial number or any other element allowing identification of the construction product as required pursuant
to Article 11(4): For batch number: see product packaging

3. Intended use or uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen
by the manufacturer: Mineral-based setting tile adhesive. For walls and floors. Meets the requirements according to C2 TE S1
pursuant to DIN EN 12004 DIN EN 12002

4. Name, registered trade name or registered trade mark and contact address of the manufacturer as required pursuant to Article 11(5):
wedi GmbH, HollefeldstraBe 51, 48282 Emsdetten, Germany

5. Where applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in Article 12(2):
not relevant

6. System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V:
System 3

7. In case of the declaration of performance concerning a construction product covered by a harmonised standard: The notified test
body, MPA NRW Dortmund, performed the type approval of the product regarding the essential characteristics (except for fire
behaviour) according to system 3. Identification number: 0432 Test report no.: 220008645-11

8. In case of the declaration of performance concerning a construction product for which a European Technical Assessment has been issued:
not relevant
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9. Declared performance

HEN wedi®

freeze-thaw storage

Essential characteristics Performance Harmonised technical specification
Deflection > 2.5 N/mm?2 EN 12002
Tensile adhesive strength after

g > 1.0 N/mm? EN 12004
dry storage
Tensile adhesive strength after

g > 1.0 N/mm? EN 12004
warm storage
Tensile adhesive strength after
. adne 9 > 1.0 N/mm? EN 12004
immersion in water
Tensile adhesive strength after

g > 1.0 N/mm? EN 12004

Where pursuant to Article 37 or 38 the Specific Technical Documentation has been used, the requirements with which the product complies:

Not applicable

10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

Graduate Engineer Martin J. Lottmann,
Application Engineering Management

Emsdetten, 21.05.2013
(place and date of issue)

(signature)
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