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Overview & General Product Description
This installation manual demonstrates the correct application of the wedi Balcono® system when installed on top of a flat floor. If the required fall is already 
formed in your substrate, you should use the 20 mm wedi Balcono® Straight Panels instead of the wedi Balcono® Extension Panels.

DESIGN Compliance 
All design and construction must comply with the appropriate requirements of the current National Construction Code (NCC) and other applicable regulations 
and standards current at the time of construction.

Timber Framing
Use of timber framing must be in accordance with AS 1684 - ‘Residential timber-framed construction’, treated dry kiln timber or durable hardwood, the building 
code of Australia and the framing manufacturer’s specifications. 
NOTE: To help protect against moisture ingress and rot, always prime the end grain of timber members, together with surfaces which are permanently concealed 
and may be in contact with other building materials

Steel Framing
Use of steel framing must be in accordance with NASH standard for residential and low-rise steel framing Part 1 and the framing manufacturer’s specifica-
tions. Framing members must be in the range 0.75 mm to 1.9 mm BMT (base metal thickness). The steel framing must have the appropriate level of durability 
required to prevent corrosion.

Structural Capacity
The Substrate where wedi will be applied to must be structurally sound, rigid, level, flat, clean, and dry. The Substrate must be free of all foreign materials 
including, but not limited to, dust, paint, grease, oils, solvents, curing and hardening compounds, sealers, asphalt, and old adhesive residue.

Step Down
In the use of a deck, there must be a step down (at least 50 mm but preferably 150 mm) from the door sill level to the finished surface of the deck to adequately 
weatherproof the entry door, particularly if it is subject to rain and wind. Refer to relevant building regulations and codes which may specify a larger step down.

Drainage
The drainage should be designed going away from the building. The correct drain flow ratio should be designed to withstand any overflow scenarios. This 
document details the recommended systems for wedi‘s system application internal wet area and external balcony floor applications (with or without a habitable 
space below). It is always crucial to have the correct structural substrate in place, which could be made from, but not limited to:
1)	 Concrete
2)	 Timber
3)	 James Hardie Scyon™ Secura™ 
One of the most common substrates for the wedi Balcono® system in external areas is James Hardie Scyon™ Secura™. Therefore, we will provide step-by-step 
guidance for the correct installation of the wedi Balcono® system on this flooring product.

Please ensure you refer to your manufacturer’s installation guidelines for the latest and current installation methods, datasheets, and supporting 
literature.
1)	� The moisture Content of the timber substrate must be a maximum of 20% and fibre cement sheets must be dry at the time of installation. This will 

generally require the fibre cement sheets to be covered until just before installation of the wedi Balcono, to prevent rain wetting
2)	 The relative humidity of concrete substrates must be 75% or less before installation. The concrete can be checked for dryness by using a hygrometer.

Qualification
The construction of floors with James Hardie Scyon™ Secura™ interior/exterior sheeting will be fixed strictly as per manufacturer’s requirements.  
The design criteria for external Scyon™ Secura™ sheets requires th use of strip drains only; point drains cannot be used in the sheet field.
Movement joints shall be placed over sheet control joints and tile surfaces shall be installed in accordance with Australian Standard 3958.1–2007, the James 
Hardie Scyon™ Secura™ datasheet and Installation manuals.

Surface Preparation 
James Hardie Scyon™ Secura™ interior/exterior sheets must be fixed strictly in accordance with the manufacturer’s instructions.  
Mechanical fixings such as screws shall be finished flush with the surface and filled over with James Hardie Joint Sealant.  
All surfaces should be dry, clean, and free of dust, grease, and all loose contaminating materials. Joints between sheets and perimeter joints should be sealed 
with James Hardie Joint Sealant. The sealant shall be installed equidistantly across each joint. Where this is to act as a bond breaker it must be cured for 
approximately 48hrs because applied membranes do adhere to partially cured urethane sealants.
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Install the puddle flange in accordance with PCA (Plumbing Code of Australia) 

requirements. Ensure correct placement and secure installation to meet 

code compliance.

Identify the centre point of the drainage outlet and accurately transfer this 

measurement to the corresponding location on the wedi Balcono Line Module.

Using a power drill fitted with a hole saw, carefully cut an opening in the 

wedi Balcono Line Module. The hole must precisely align with the drainage 

outlet to ensure a proper fit and effective water flow.

1. �Ensure the substrate is clean, sound, and free from contaminants such 

as oil, wax, grease, or dust, which can act as bond breakers.

2. �Dampen the substrate using clean water and a sponge to activate the 

surface.

3. �Apply wedi 321 Superbond Lite Adhesive using the flat side of a notched 

trowel to key into the surface and achieve full coverage.

4. �Using a 10mm square-notch trowel, apply additional adhesive to the 

substrate where the wedi Balcono Line Module will be positioned. En-

sure even, parallel troweling.

5. �Apply the same adhesive to the underside of the wedi Balcono Line 

Module using identical troweling direction for consistency.

6. �Apply a continuous bead of wedi 620 Joint Sealant around the puddle flange.
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1. �Firmly press the wedi Balcono Line Module into place, ensuring it is level 

and that there are no voids.

2. �Apply even pressure or place weight (e.g., blocks) on the installed piece 

to allow the adhesive to cure undisturbed.

Install wedi Balcono Extension 1 using the same preparation and installation 

method to adhere this piece to the substrate as described in Images 4 & 5:

• �The 20mm edge of the extension panel must butt tightly and flush 

against the previously installed channel drain piece.

Continue the same method as Images 4, 5 & 6 to install additional Extension 

Panel 1 and Extension Panel  2 units side by side. Ensure each joint is tight 

and flush for continuity.
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Apply wedi 620 Sealant into the internal corner where the wedi Balcono 

Wall Piece meets the wall using a fine-toothed trowel.
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1. �Apply wedi 620 Sealant at all wedi Balcono Line Module to wedi Exten-

sion 1 Piece junctions using a fine toothed trowel. This shall overlap the 

channel joining pieces.

2. �Embed wedi Sealing Tape directly over the centre of each junction.

3. �Use a flat trowel to press the tape firmly into the sealant for 100% coverage, 

eliminating bubbles.

1. �Embed the wedi Balcono Wall Piece directly over the internal junction 

of the wall and floor.

2. �Use a flat trowel to firmly press the corner piece into the sealant bed, 

ensuring 100% coverage and eliminating all air bubbles.

3. �Tool off any excess sealant to ensure a clean, watertight finish.

1. �Apply wedi 620 Sealant along the join of the channel piece where the 

wedi Balcono Line Module pieces meet.

2. �Embed the wedi Balcono Floor Extender Piece directly over the centre 

of the wedi Balcono Line Module join.

3. �Use a flat trowel to firmly press the wedi Balcono Floor Extender Piece into 

the sealant bed, ensuring 100% coverage and eliminating all air bubbles.

4. �Tool off any excess sealant to ensure a clean, watertight finish.

1. �Apply wedi 620 Sealant along the internal junction where the wedi Bal-

cono Line Module meets the wall junction.

2. �Embed the wedi Sealing Tape centred over this junction, ensuring any 

overlap is a minimum 50 mm.

3. �Press the tape into the sealant using a flat trowel, ensuring full surface 

contact and no trapped air bubbles.
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1. �Apply wedi 620 Sealant at all internal wall-to-floor corners and along all 

joins in the Balcono system using a fine-toothed trowel.

2. �Embed wedi Subliner Dry Tape directly over the centre of each junction.

3. �Use a flat trowel to press the tape firmly into the sealant for 100% coverage, 

eliminating bubbles.

4. �Smooth off any excess sealant for a clean, watertight finish.

Before applying any tile system:

• �Allow all components of the wedi Balcono System to fully cure before 

installing a tiling system.

• �Flood testing is recommended.
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1. �Apply wedi 620 Sealant to where the drain opening adjoins the puddle 

flange ensuring a watertight seal.

2. �The installation of a channel drain shall be performed per the manufacturer’s 

instructions and aligned with wedi’s technical guidelines.
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wedi-quality and performance certified by: Be sure to ask for:

Did you know? 

Great quality installation results depend on not only 
having great products to use – the Know-How and Expe-
rience in how to use them is key too. We have trained a 
variety of installers around the country and now they fully 
know and appreciate what they can achieve with wedi. 

This educational service is offered to all professional 
contractors of all trades and wedi‘s local Technical Sales 
Support Managers come out on site and install with you 
when you do your first wedi shower installation. Your 
peace of mind – at no charge. Just a call away! 

wedi has been the first and only XPS foam shower system that achieved the CodeMark certification in Australia and New 
Zealand, which guarantees you a non-contestable compliance and mandatory approval.
The CodeMark provides mandatory acceptance by building control authorities, which other forms of evidence, such as 
product opinion and appraisals do not have. It shows a clear demonstration that the wedi products, as a full system, 
meets the mandatory compliance requirements of Australia and New Zealand. 

		 wedi Australia & New Zealand 
 

		 +61 437 678 459 
		info@wedi.com.au 
		 www.wedi.com.au

Your local wedi distributor:

Certified wedi Installer
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