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• �Ready-to-install surfaces for  
wedi Fundo shower systems as well 
as for wall and surface cladding

• �Design surfaces for the highest  
requirements, awarded „A+“ of  
the European VOC Directive

General product description
The wedi Top Line marble look offers a wide product portfolio 
of seamless design surfaces. The range consists of precisely 
fitting surfaces for wedi Fundo flush-to-floor shower elements 
and large-format, panel type surfaces for the cladding of walls 
and other bathroom areas.

These innovative surfaces offer easy installation and durabil-
ity. The realistic design reflects the beauty of natural materials, 
such as marble and natural stone.

Thanks to special material properties, they are fast and easy 
to install as well as easy to cut to the required dimensions 
using commercially available tools, and they are equally suita-
ble for new builds, renovations and modernisations.

Product characteristics
The design surfaces of the wedi Top Line marble look are made 
of marble and recyclable polymers (natural stone-plastic com-
posite material). They are extremely robust and waterproof, 
making them particularly suitable for bathroom design. Thanks  
to the UV resistanceboth the colour and surface quality are 
preserved in the long term.

wedi Top design surfaces in a marble look are not only easy  
to clean, but also stain-resistant. The antibacterial surface  
provides a hygienic finish, the dimensional stability of the  
material assures long-term use, and the scratch resistance 
maintains the aesthetic integrity under regular stress.

Please refer to the manufacturer’s recommendations for the 
optimal use and care of the wedi Top marble look to achieve 
the best results.

Thanks to the modern, natural colours and textures, these 
surfaces fit perfectly into any bathroom design.

wedi Top® Line marble look

wedi GmbH  Hollefeldstraße 51  48282 Emsdetten  Germany  Phone +49 2572 156-0  Fax +49 2572 156-133  info@wedi.de  www.wedi.net

*	�Information sur le niveau d´émission de 
substances volatiles dans l´air intérieur, 
présentant un risqué de toxicité par 
inhalation, sur une échelle de classe allant A+ 
(très faibles emissions) à C (fortes emissions).

	� Information on the emission level of volatile 
substances in indoor air which present a risk  
of inhalation toxicity, on a scale of A+ (very  
low emissions) to C (high emissions).
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Material	 Natural stone-plastic composite material

Material thickness	 4 mm

Weight	 8.19 kg/m2

Permanent temperature resistance	 up to 50 °C (according to DIN EN ISO 13894-1)

Dimensional stability	 <= 0.25 %

Water resistance	 is provided

Alternating temperature resistance	 passed (-50 °C/+70 °C)

Optimal processing temperature	 15 °C – 30 °C

Fire behavior	 C ‑ s1, d0

Chemical resistance	 Resistant to household chemicals 

	 (according to EN 438-2; see page 3)

Scratch resistance	 is provided (see care instructions)

Impact resistance	 is provided

Workability	� Can be cut with conventional tools, such as a hand-held  

circular saw. A jigsaw can also be used for cutting recesses 

into the wedi Top Wall

Slip-rating	 A (according to DIN 51097)

Wheelchair access	 not provided

Point load as shower chair	 not provided

Steam bath suitability	 not provided

Installation
As 100% wedi system components, wedi Top design surfaces 
are simply bonded to appropriate wedi XPS elements or other 
common substrates such as tiles, plaster and plasterboard, 
with the sole aid of wedi 610 adhesive sealant.

The Fundo Top and the wedi Top Wall in marble look can be 
individually cut to the desired format.

For a detailed description of the assembly steps, please refer 
to the individual assembly instructions. These are enclosed 
with every product and can also be accessed online at  
www.wedi.net

Transportation and storage
Each element of the wedi Top Line should be transported with 
utmost care and stored horizontally in its original packaging.

Other
For care and cleaning information, please refer to the individ-
ual care instructions. These are enclosed with every product 
and can also be accessed online at www.wedi.net

Technical features wedi Top® Line marble look
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Chemical resistance

Joint width
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Test substance

Pipe cleaner	 

Cleaners such as Fila Cleaner / Cilit Bang /  

Lithofin / Patina-Fala	 

Disinfectant	  (see care instructions)

Hair dye	 

Tanning cream	 

Sunscreen	 

Urine	 

Chlorine	 

Carrot juice	 

Joint width between two walls	 at least 2 mm

Joint width when connected to other materials	 at least 2 mm

Joint width on underfloor heating	 at least 3 mm

Maitenance	 Easy to clean (see care instructions)

Disposal	 Waste key 170203 Construction and demolition waste

Surface finish	 Durable decorative foil

Feel	 heat-retaining
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Information about finishing and application options for wedi products, technical recommendations or advice and other information provided by our employees 
(technical usage advice) is accurate to the best of our knowledge, but is non-binding and is given with the exclusion of any liability. It does not exempt our  
customers and their buyers from carrying out their own checks and trials on the suitability of the products for the intended processes and purposes.


